Table 2. U.S. Inputs and Production by PAD District
(Thousand Barrels per Day, Except Where Noted)

Current Week Last Week Year Ago 2 Years Ago Four-Week Averages
Product/Raglon 3/26/21 319/21 |Difference | 3/27/20 | Pereent | 319 | Percent | 50621 | 327720 | Pereent
Change Change Change
Refiner Inputs and Utilization
Crude Oil INPUtS ...........cccooeiiiiiicceen 14,941 14,389 552 14,898 0.3 15,849 -5.7 13,768 15,564 -11.5
East Coast (PADD 1) .. 698 694 4 607 14.9 955 -27.0 671 651 3.1
Midwest (PADD 2) ... 3,568 3,599 -30 3,357 6.3 3,460 3.1 3,517 3,533 -0.4
Gulf Coast (PADD 3) ... 8,019 7,460 559 8,323 -3.7 8,507 -5.7 7,009 8,550 -18.0
Rocky Mountain (PADD 4) .... 558 568 -9 519 75 620 -9.9 566 569 -0.4
West Coast (PADD 5) . 2,098 2,069 29 2,091 0.3 2,307 -9.1 2,005 2,261 -11.4
Gross Inputs ............... 15,419 15,011 408 15,481 -0.4 16,078 -4.1 14,279 16,097 -11.3
East Coast (PADD 1) 701 697 4 627 11.7 967 -27.6 678 689 -1.6
Midwest (PADD 2) ... 3,602 3,642 -40 3,377 6.7 3,468 3.9 3,541 3,553 -0.3
Gulf Coast (PADD 3) ... 8,274 7,859 415 8,751 -5.4 8,571 -3.5 7,305 8,905 -18.0
Rocky Mountain (PADD 4) . 557 569 -12 519 74 618 -9.8 566 568 -0.3
West Coast (PADD 5) . 2,284 2,243 41 2,207 3.5 2,453 -6.9 2,189 2,382 -8.1
Operable Capacity' ... 18,386 18,386 0 18,808 -2.2 18,604 -1.2 18,386 18,808 -2.2
East Coast (PADD 1) 889 889 0 1,224 -27.4 1,224 -27.4 889 1,224 -27.4
Midwest (PADD 2) ... 4177 4177 0 4,147 0.7 4,094 2.0 4177 4,147 0.7
Gulf Coast (PADD 3) ... 9,956 9,956 0 9,876 0.8 9,765 2.0 9,956 9,876 0.8
Rocky Mountain (PADD 4) . 650 650 0 687 -5.3 683 -4.8 650 687 -5.3
West Coast (PADD 5) . 2,714 2,714 0 2,875 -5.6 2,838 -4.4 2,714 2,875 -5.6
Percent Utilization? ... 83.9 81.6 2.2 82.3 -— 86.4 - 77.7 85.6 -—
East Coast (PADD 1) 78.8 78.4 0.4 51.3 -— 79.0 -— 76.3 56.3 -—
Midwest (PADD 2) ... 86.2 87.2 -1.0 81.4 -— 84.7 - 84.8 85.7 -—
Gulf Coast (PADD 3) ... 83.1 78.9 4.2 88.6 —-— 87.8 - 734 90.2 —-=
Rocky Mountain (PADD 4) . 85.7 87.6 -1.9 75.6 -— 90.5 -— 87.1 82.7 -—
West Coast (PADD 5) 84.2 82.7 1.5 76.8 —-= 86.5 -= 80.7 82.8 -
Refiner and Blender Net Production
Finished Motor Gasoline3 ...............c..cccoocovueene.. 9,339 8,577 762 7,456 25.3 9,813 -4.8 8,949 9,086 -1.5
Finished Motor Gasoline (excl. Adjustment)* 9,523 8,915 608 6,921 37.6 9,944 -4.2 9,061 9,059 0.0
East Coast (PADD 1) .... . 3,081 2,946 135 2,085 47.7 3,286 -6.2 2,974 2,912 21
Midwest (PADD 2) ..... 2,498 2,301 197 1,750 42.7 2,475 0.9 2,352 2,274 34
Gulf Coast (PADD 3) .. 2,165 1,971 194 1,895 14.3 2,298 -5.7 2,014 2,193 -8.2
Rocky Mountain (PADD 4) 311 294 18 232 34.1 316 -1.4 302 303 -0.5
West Coast (PADD 5) ... 1,468 1,403 65 958 53.1 1,570 -6.5 1,419 1,377 3.1
Reformulated? ... 2,908 2,756 152 1,827 59.2 3,205 9.2 2,799 2,775 0.8
Conventional* . 6,615 6,159 456 5,094 29.8 6,740 -1.9 6,263 6,284 -0.3
Adjustment® ... -184 -338 154 535 -= -131 - -112 27 -=
Kerosene-Type Jet Fu 1,146 1,037 110 1,129 1.5 1,705 -32.8 1,018 1,455 -30.0
East Coast (PADD 1) .. 52 44 8 31 65.8 72 -27.6 46 61 -24.7
Midwest (PADD 2) .. 211 179 32 185 14.3 247 -14.7 193 213 -9.6
Gulf Coast (PADD 3) 616 526 90 603 22 915 -32.6 494 796 -37.9
Rocky Mountain (PADD 21 29 -8 19 12.2 37 -42.6 29 23 22.6
West Coast (PADD 5) .... 246 258 -12 291 -15.7 434 -43.4 257 362 -29.0
Distillate Fuel Oil ........... 4,738 4,601 137 4,966 -4.6 4,870 -2.7 4,318 4,799 -10.0
East Coast (PADD 1) .. 197 205 -8 232 -14.9 307 -35.9 198 200 -0.9
Midwest (PADD 2) .. 1,099 1,151 -52 1,021 7.6 1,033 6.3 1,061 1,013 4.7
Gulf Coast (PADD 3) ... 2,689 2,490 199 2,974 -9.6 2,758 -25 2,339 2,817 -17.0
Rocky Mountain (PADD 4) 161 187 -26 175 -8.3 208 -22.7 179 192 -6.8
West Coast (PADD 5) .... 592 568 24 565 49 564 5.0 541 577 -6.3
15 ppm sulfur and Under . 4,531 4,450 80 4,655 -2.7 4,486 1.0 4,122 4,526 -8.9
> 15 ppm to 500 ppm sulfur 160 127 34 112 42.4 122 31.0 139 123 12.4
> 500 ppm sulfur .... 47 24 23 199 -76.3 262 -82.1 57 149 -62.0
Residual Fuel Oil . 215 246 -31 221 -2.6 335 -35.9 208 270 -23.1
East Coast (PA ) . 37 44 -7 25 46.9 28 34.6 38 22 74.6
Midwest (PADD 2) .. 40 31 9 26 57.3 39 3.2 32 29 9.8
Gulf Coast (PADD 3) ... 85 98 -13 89 -4.6 140 -39.2 70 125 -44.6
Rocky Mountain (PADD 4) 12 10 2 7 66.2 12 -1.3 10 10 3.6
West Coast (PADD 5) .... 41 63 -22 74 -44.7 117 -65.2 58 84 -30.9
Propane/Propylene® ... 2,369 2,308 62 2,100 12.8 2,037 16.3 2,252 2,099 7.3
East Coast (PADD 1) .. 235 241 -6 241 -2.4 166 41.7 233 244 -4.7
Midwest (PADD 2) .. 541 541 0 453 19.5 479 13.0 526 470 12.0
Gulf Coast (PADD 3) 1,346 1,275 71 1,205 11.7 1,173 14.8 1,247 1,173 6.3
PADDs 4 and 5 247 250 -3 201 22.6 219 12.8 246 211 16.6
Ethanol Plant Production

Fuel Ethanol 965 922 43 840 14.9 999 -3.4 949 981 -3.3
East Coast (PADD 1) .. 12 12 0 20 -39.2 26 -52.2 12 22 -42.7
Midwest (PADD 2) .. 917 876 41 778 17.8 925 -0.9 904 914 -1.2
Gulf Coast (PADD 3) ... 18 14 &) 21 -13.8 14 28.9 14 20 -26.6
Rocky Mountain (PADD 4) 9 10 -1 11 -15.6 14 -35.1 10 13 -24.0
West Coast (PADD 5) 9 9 -1 10 -11.7 20 -55.6 9 13 -28.3

= Not Applicable.
~ = Data Not Available.
W = Data Withheld.

Based on the latest reported monthly operable capacity.
2 Calculated as gross inputs divided by the latest reported monthly operable capacity. See Glossary. Percentages are calculated using unrounded numbers.

3 Finished motor gasoline production and product supplied include a weekly adjustment applied only to the U.S. total to correct for the imbalance created by blending of fuel ethanol
and motor gasoline blending components. From 1993 to June 4, 2010, this adjustment was estimated from the latest monthly data and allocated to formulation and PAD District

production data.

4 Excludes adjustments for fuel ethanol and motor gasoline blending components. Historical data prior to June 4, 2010 includes the adjustment allocated by PAD District and

formulation.

Adjustment to correct for the imbalance created by the blending of fuel ethanol and motor gasoline blending components. For details see Appendix B.
6 Includes propane/propylene production from natural gas plants.
Notes: Data may not add to total due to independent rounding. Differences and percent changes are calculated using unrounded numbers.

Source: See page 29.
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